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HEDD Hardie Engineering Design and Development Call Us on 0425 276 837





 

 

 

 

 

 

 

 

 

 

 

Bell Lines ISO-Container

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

43'

(13103mm)

40' ISO

(12192mm)

40'EURO /Bell Lines

(12192mm)

35' /30' ISO

24'(Matson)

(7430mm)

2*20'

(2*6058mm)

8'6''

(2591mm)

(2600mm)

(2600mm)

8'6''

(2591mm)

8'

(2438mm)

8'

(2438mm)

8'

(2438mm)

(2500mm)/(2500MM)

8'

(2438mm)/(2438mm)

8' od.8'6''

(2438mm)od(2591)

8'

(2438mm)

9'6  1/2''

9'6''

(2896mm)

9'6''

(2896mm)

9'6''

9'6 1/2''

8'      9'

8'6''   9'6''

8'6''

8'6''

8'6''

8'

9'6''

9'6'' 1/2''

9'6''

9'6''

8'6''

9'6''

53'

(16150mm)

49'

(14935mm)

24 1/2'

(2*7442mm)

48'

(14630mm)

45'

(13720mm)
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TYPE H T D 

AA-A1 

AA-A2 

AA-A3 

AA-A4 

110 

105 

98 

28 

18 

16 

205 

180 

Specification 

!

!

!

!

!

!

!

A.01 
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Application 
Specification 

!

!

!

!

!

!

A.02 
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Specification 

!

!

!

!

!

!

!

A.03 
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Specification 

!

!

!

!

!

!

!

A.04 
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Deck or hatch cover 

Welding recommend 
Application 

Specification 

!

!

!

!

!

A.05 
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A.06 

 

 

 

 

 

Specification 

!

!

!

!

!

!

 

T Y P E A J - A 1  

 

Application 
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Typical arrangement of lashing plates  

for double cross lashing systems 
Specification 

!

!

!

!

!

AM-A2 

AM-A1 

A.09 
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 TYPE: AL-M1 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

!

A.10 
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TYPE: AE-B1 

AL-K1

TYPE: AH-A1

AL-J1

Specification 

!

!

!

A.11 
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TYPE: BA-A1 

 

 

 

 

 

 J/H 

 

H/H 

 

 

 

 

J/J 

Specification 

!

!

!

!

Turnbuckles Spanner 

B.01 
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T Y P E :  B A - K 1   

 

 

 

 

 
 

  Standard d i s tances  

Min: 1080mm   Max:1490mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

Appl i ca t ion  

 

 

 

 

B.02 
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TYPE: BA-D1 

 

 

 

 

 

 

 

 

 

 

 

Jaw/HooK 

J/J 

H/H 

Specification 

!

!

!

!

B.03 
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BB-D1 St a n d a r d  d i s t a n c e s  5 3 0 m m   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BB-E1  L = 3 1 0 - - 6 0 0  St a n d a r d  d i s t a n c e s  3 1 0 m m   

 

 

 

 

 

 

 

 

Specification 

!

!

!

!

B.05 
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 BC-A2 BC-A3 BC-B3 
 

B.06 

 

 

 

 

 

 

 

 

 
 

 

 

Specification 

!

!

!

!
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Specification 

!

!

!

!

!

!

Appl icat ion  

BC-E1 BC-C1 

BC-D2 

B.07 
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B.12 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

!

 

R

L

 

BD-D1/  

BD-D2/  

 

R

L

 

Appl icat ion 

 

45 °Standard

45 °Pint-size
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B.14 

 

 

 

 

 

 

 

 

 

 

 

 

BD-F1/  

BD-G1/  

R

L

 

R

L

 

 

55° transversal 

45° transversal 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

!
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Specification 

!

C.01 
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CA-G4 

Quadruple 

CA-G3 

Double longitudinal 

CA-G2 

Double transversal 

CA-G1 

Single 

Application 

Specification 

!

!

!

!

!

C.03 
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TYPE CB-B1  

 
Appl i ca t ion  

Chains 

 

 

 

 

 

 

 

 

 

 

L is according to orders  

 

C.04 

TYPE:CB-D1 

TYPE:CB-D2

TYPE:CB-D3

 

 

 

 

 

 

 

 

Specification 

!

!

!
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TYPE: CE-A1  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

Effective distance L=633~900 

Application 

 

C.05 
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TYPE  C E -B1  

 

 

 

Effective distance L=415~565 

 

 

 

 

 

 

 
    

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

C.06 
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 TYPE: CE-D1 
 

 

Appl icat ion  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specification 

!

!

!

C.07 
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C.08 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Specification 

!

!

!

TYPE:  CF-A1 

Weight 130 kg 
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 TYPE:  CF-B1  

 

Specification 

!

!

!

C.09 
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CAR CHOCKS    TYPE: CH-A1 TRAILER CHOCKS    TYPE: CH-B1  

 

Weight: 1.2 KG Weight: 5.2 KG  

Specification 

!

!

C.10 
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 FOR SEMI-AUTOMATIC TWISTLOCKS 
 

 

DA-A1

DA-A2 

L=1500~13500mm 

 

FOR MANIAL TWISTLOCKS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L=4.0M  

L=6.0M

Specification 

!

!

D.01 
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 T Y P E :  D C - A 1  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

T Y P E :  D C - B 2  

Specification 

!

!

!

D.03 
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 DA-D1 
 

Specification 

!

!

!

!

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

D.04 
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